
TURBOFIX PU-ULTRA is a two-component polyurethane adhesive for footwear industries. This grade was especially 

developed for leather sole & TPR sole bondings and pasting purposes.

TURBOFIX PU-ULTRA 
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• Appearance    : Viscous liquid

• Colour    : Colourless

TYPICAL PROPERTIES

STORAGE

Low or high temperature storage should be avoided and the adhesives should preferably be stored within the 

temperature range of +50C up to +350C.

IMPORTANT NOTICE

Whilst all reasonable care is taken in the compilation of this data sheet, it is the customer’s responsibility to determine 

the suitability of the product for the desired application.

When stored in well-sealed containers, Turbofix PU- ULTRA will keep satisfactorily for 12 months from date of manufacturing.

SHELF LIFE

500 ml, 1 litre, 5 litre, 30 litre & 200 litre.

PACKAGING

DISCLAIMER

KANSAI NEROLAC PAINTS LTD. ( KNPL) warrants that all products are free from any defects of manufacturing and comply with 
the specifications given in their respective technical data sheet. No warranty can be given as to the results of use because 
conditions of use, such as site conditions, surface preparations, workmanship, weather, structural issues and other factors are 
beyond the control of NEROLAC. Purchaser agrees to seek the advice of qualified professionals to carry-out tests and take 
trials to determine the suitability of products for their intended purpose, prior to full-scale usage of KNPL products and 
assumes all risks.
The company does not assume any liability for unsatisfactory results, arising from the use of our products. Purchaser’s sole 
liability is limited to the replacement of the product or refund of the purchase price paid, if any product is proven defective. No 
other warranties expressed or implied, shall apply including any warranty of merchantability or fitness for any particular 
purpose.
KNPL shall not be liable for any consequential damages arising from the use of our products for unsatisfactory results.
The information supplied in this data sheet is based on our experience through extensive research and is given in good faith 
in order to help prospective users. We reserve the right to update the information provided in our technical data sheet at any 
time without prior notice within the scope of technical progress or new developments.

NEROFIX PRIVATE LIMITED
REGD. OFFICE: 111, THE GREAT EASTERN GALLERIA, PLOT NO. 20, SECTOR -4 NERUL (WEST), 
NAVI MUMBAI - 400706, MAHARASHTRA, INDIA       
FOR CONSUMER COMPLAINTS AND FEEDBACK, REFER TO THE REGD. OFFICE OF NEROFIX PRIVATE LIMITED OR
CONTACT THE MANAGER, CONSUMER CARE CELL AT:  8291715780 OR EMAIL TO: customercare@nerofixindia.com

SERVICES

For further information on this product and its application, please contact NEROFIX PVT.LTD. – Technical Services Department.


